
• sheet metal specialties 


• X-TRUDED aluminum 


dampers 

^ multi-blade 
opposed blade 
Op weather-proof 


Presents a comprehensive line of louvers, 
dampers and door grilles, built to quality 
specifications in all various metals. 


suggested specification Furnish and install where 
shown on plans (type) of size and style indicated, 
as manufactured by the Air-Path Products Company, 
4620 Doll Ave., Baltimore 15, Md. To be made 
of (state gauge and required material) and 
to be supplied with screens (insect or bird) 
of (state mesh and screen material). 


Jj back-draft 

stationary louvers 
door grilles 
























air-path dampers 
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weatherproof louver dampers 




style WPLD-7 

Furnished in any size 
Available in all metals 
Frames to suit construction 
Optional manual remote control 


Screen — optional 
Motor operators available 
Sturdy construction 
45° maximum blade opening 
Welded construction 


suggested specifications 

see front cover 


a 

b 

C 

d 


. . jk 

maximum size 

1 ’/2" 

4" 

Oilite or 

Ball bearing 


frame 14 ga. 
blades 16 ga. 

width 

height 

6 ft. 

8 ft. 


* Larger sizes furnished in section with mullion. 


Standard: Oilite bearings—specify ball, if required. 

Options: Operators (electric or pneumatic motors) manual gear 

crank, spring balance, fusible link fire release. 



BLADE STOP 


COVER PLATE 


1 / 4 " C.R. Steel 
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jamb 


style WPLD-7 


Jk. 


adjustable 

X-TRUDED aluminum louver —damper 


Furnished in any size 

Optional manual remote control 

Screen optional 

Motor operators available 

45° max. blade opening 

Alum, alloy 6063 T-5, .081 thick 

Gale type available for severe conditions 

For more information write for 

Catalog AP-356 

Alumilite finishes available 



smc XAL-29 



MULLION 

MAXIMUM D LAPC LCH9TH-*rT. 
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air volume control dampers 

16 ga. formed blades 
Adjustable Floating Linkage 
Bearings for all shafts 
Extended Shafts available 
Felted Edges optional 


Furnished in any size 
Available in all metals 
Frames 2"x%"x%" Steel Channel 
Motor operators, optional 
Manual operators, optional 


Welded Construction 


style MLD-5 multi-louver damper Used for controlling flow of 
air, normally placed inside duct. Maximum blade width 12", minimum 
5"% Maximum blade length 48"—larger sizes made in mullioned sec¬ 
tions with blade-connecting tie bar. 


style OBD-11 opposed blade damper Proportioning type multi¬ 
blade damper with linkage arranged to control air flow accurately. 
Otherwise similar to MLD-5. Normally used with modulating controls 
on air conditioning systems. 


suggested specifications 

see front cover 
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fire dampers 

Used in air duct and fire partitions to seal off affected 
areas. Can also be used in reverse to open and allow 
smoke to escape. 

style MFD-10 multi-blade fire damper 

Built in strict accordance with Nat. Board Fire Under¬ 
writers’ Bulletin #90. Furnished any size. Weighted for 
positive closing. Equipped with 160°F. fusible link. 
Equipped with stainless steel spring clip to maintain 
closed position. Non-ferrous bearings. Wall sleeves op¬ 
tional. Blades normally 16 ga. but available in any 
thickness to meet local fire codes. Specify position 
vertical or horizontal. 

suggested specifications 

see front cover 

* --- 



style MFD-10 


aluminum 

counterbalanced backdraft dampers 

style CBD-8 Used for inside duct mounting, or for 
openings where counter balancing is required. Also used 
on ventilators and accessory equipment. Vertical or hori¬ 
zontal mountings. 

style CBDF-19 Similar to FFBD-13, but with counter 
balancing weight to allow for very light adjustment where 
varying air pressures are encountered. 

style CBD-9 CBD-9 (not illustrated) Same as CBD-8, but 
with mounting flange. 

suggested specifications 

see front cover 
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aluminum backdraft dampers 

Available any size Heavy steel frame 


Low air resistance 
Quiet operation 
Motor operators- 
optional 

style FBD-12 


exhaust. 

flutter. 


Aluminum Blades 
Felted Blade Edges 
Brass blade shaft 
bearings. 

For inside duct mounting, intake or 


Blades are connected to tie bar to eliminate blade 


style FFBD-13 Same as FBD-12, but has mounting 
flange. Used as exhaust unit for fans and blowers. Stock 
sizes available for 12" to 72" Fans, and made up to any 
required special sizes. 

style BDD-4 This unit has no tie bar, so blades operate 
independently. Used only inside duct work. Should not be 
used as exterior exhaust unit. 


suggested specifications 

see front cover 
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louvers 

grilles 



stationary 
weather louvers 


Available in 3 styles, shown below. 
Furnished in any size. Available in all 
metals and gauges. Rugged construc¬ 
tion. Rain and snow proof. Frames to 
suit construction. Insect, and/or bird 
screens, optional. 

suggested specifications 

see front cover 





style D-17 style B style C 

chevron type 


stationary 
X-TRUDED 
aluminum louvers 

Furnished in any size 
Screen optional 

Alum, alloy 6063 T-5, .081 thick 
Alumilite finishes available. 
Maximum width of section 
without mullion—8 ft. 


vision proof door grilles 

Made in any size. Offer maximum free 
air surface. Completely sight-proof. 
Frames and vanes made from 20 g. 
steel. Vanes on 7/16" centers. Widely 
used where horizontal and downward 
deflection is required. 

style DG-1 5 1" Thick, Mounted in 

any door of greater thickness than 1" 
using wood or metal molding. 

style DG-16 has telescoping 
flange to allow easy, neat installation 
in doors from 1 y U " to 2" thick. 

style DG-1 8 same as DG-16, but 
not including telescoping flange. 


COVER PLATES 



II 


mullion 



style XWL-28 


All members 
minimum section 
thickness = .081" 

Maximum width 
of section without 
mullion = 8 Ft. 



style DG-15 



style DG-16 
& DG-1 8 


Partial List of 
AIR-PATH INSTALLATIONS 

General Motors Corporation 
Detroit, Michigan 
Ford Motor Company 
Detroit, Michigan 
Patrick Air Force Base 
Cocoa, Florida 

Southern Bell Telephone Company 
Various locations 
Bethlehem Steel Corporation 
Sparrows Point, Md. 

Armstrong Cork Company 
Lancaster, Pennsylvania 
Western Electric Company 
Various locations 

Mid-Continent International Airport 
Kansas City, Missouri 
American Enka Corporation 
Enka, North Carolina 
Commercial Credit Corporation Bldg. 

Baltimore, Maryland 
International Petroleum, Ltd. 

Colombia, South America 
Grumman Aircraft Eng. Corp. 

Long Island, New York 
U. S. Navy 

Philadelphia, Pa. 

Macy’s 

Long Island, N. Y. 

National Carbon Company 
Amherst, Ohio 

Corn Products Refining Company 
Pekin, Illinois 

Standard Oil of New Jersey 
Baltimore, Maryland 

Naval Research Lab. (Nuclear Re-actor Bldg.) 

Washington, D. C. 

Pan American World Airways 
San Francisco, California 
Geneva Steel Corporation 
Provo, Utah 

Mountain States Telephone Company 
Clovis, New Mexico 
Eastman Kodak Company 
Rochester, New York 
American Viscose Company 
Front Royal, Virginia 
Vitro Corporation 

Chattanooga, Tennessee 



Division of Lloyd E. Mitchell, Inc. 

4620 DOLL AVENUE 
Baltimore 15, Md. 

Phone Liberty 2-8855 
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